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Renhotec GX12 Connector
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Material and Specifications

Coupling Threaded Coupling

Wil

Termination Solder

Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times

Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material | Copper (Silver plated/Gold) Cable Diameter < O5.0mm

Protection Degree IP55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core
Contact (EA AN AR DAV NECICAY 4 E2AN [EL 2

Arrangement Sili= . oo e o ° : o

Contact Diameter,

o @ 1.2%2 ® 123 @ 1.2% @ 1.2%5 ® 1.2%6
Rated Current(A) 5 5 5 o 5
Working Voltage

(AC,V,RMS) 250 250 250 250 250
Order P/N GX 12 A 5 P
Note:
Series 4—1
A- Straight Plug
Shell Size Diameter:1? $—— B: Panel Mount Socket
) K: Docking Cable Plug
Straight Plug D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7 & F: Bulkhead
H: 4 Hole Square Flange
P:Pin S: Socket -

www.renhotecpro.com



Renhotec GX12 Bulkhead Socket
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter < 05.0mm
Protection Degree P55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core
Cﬂﬂtﬂct PR & ..._. = = - _.!._.._-.. 1. .+. .. + .... +
Arrangement B e * o o °
C°";?$nnh;rm“°m" ®12% ® 1.2%3 @ 12% @ 1.2%5 @ 12%
Rated Current(A) 5 5 5 5 5
Working Voltage '
(AC.V.RMS) 250 250 250 250 250
Order P/N GX 12 A 5 P
Note:
Series J
A: Straight Plug
Shell Size Diameter:12 B: Panel Mount Socket
. K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7 <% F: Bulkhead
H: 4 Hole Square Flange
P:Pin S: Socket -

www.renhotecpro.com



Renhotec GX12 Docking Cable Connector

Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter < 05.0mm
Protection Degree P55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core
Contact t—pt-o—- _.._..‘.._2 A b = ?.._..._.._ ..l ..... — = E ... 4
Arrangement 4 o & B e 7,
e ® 1292 ® 12%3 ®12% @ 1,205 @ 1.2%
Rated Current(A) 5 5 5 5 5
Working Voltage
(AC,V,RMS) 250 250 250 250 250
Order P/N GX 12 A 5 P
Note:
Series J
A- Straight Plug
Shell Size Diameter:12 B: Panel Mount Socket
. K: Docking Cable Plug
Straight Plug ¢ D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7 =& F: Bulkhead
H: 4 Hole Square Flange
P:Pin S: Socket -

www.renhotecpro.com



Renhotec GX12 Square Flange Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter < 05.0mm
Protection Degree IP55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core
[ |
Contact .‘.... .... 1 I ... 1 4 ... -. £ .‘.. i
Arrangement * ole * o _.o.o
| |
Contact Di ter,
g ®12%2 ®12%3 ®12% ®1.2%5 ®1.2%
|
Rated Current(A) 5 5 5 5 | 5
Working Voltage
(AC.V.RMS) 250 250 250 250 250
Order P/N GX 12 A 5 P
Note:
Series J
A: Straight Plug
Shell Size Diameter:12 B: Panel Mount Socket
K: Docking Cable Plug
Straight Plug % D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7 - F: Bulkhead
H: 4 Hole Square Flange
P:Pin S: Socket -

www.renhotecpro.com 4



Renhotec GX16 Connector
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Material and Specifications
Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter ®7.5mm- < O] Smm
Protection Degree IP55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
T + 4 - b e ‘-:'. .':'.
Comcl AT ..... i .., i -:4..- |:’..0 R = N B N N
Arrangement . et ® ° o °*
Contact The . . . . . . .
Digracher Nipnikier $2.5°2 $2.5°3 $2.5'4 $2.5°5 $2.5'6 $2.5°7 $2.5'8
Rated Current(A) 7 7 5 5 4 4 4
Working Voltage
(AC,V,RMS) 250 250 250 250 250 250 250
Order P/N GX 16 A 5 P
Note:
Series J
A: Straight Plug
Shell Size Diameter:16 €———— B: Panel Mount Socket
) K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10 - F: Bulkhead

H: 4 Hole Square Flange
P: Pin S: Socket -

www.renhotecpro.com



Renhotec GX16 Bulkhead Socket Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material | Copper (Silver plated/Gold) Cable Diameter ®7.5mm- < ¢8.5mm
Protection Degree P55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
3 < a4 - 5 P ¢ ".*. _ .':'.-
Contact AT 5 .. 3 -t ..._ i .:..-. o:‘..o N N = - e
Arrangement : ¢ o ® e o0 O
Contact The . il . . . . .
Digracker Nipnkier $2.5'2 $2.5'3 $2.5'4 $2.5"5 $2.5'6 $2.5"7 $2.5'8
Rated Current(A) 7 7 5 5 4 4 4
Working Voltage
(AC,V,RMS) 250 250 250 250 250 250 250
Order P/N GX 16 A 5 P
Note:
Series J
A: Straight Plug
Shell Size Diameter:16 B: Panel Mount Socket
) K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10 - F: Bulkhead
H: 4 Hole Square Flange
P:Pin S: Socket -
www.renhotecpro.com



Renhotec GX16 Docking Cable Connector
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Material and Specifications
Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter @7.5mm- < @F.5mm
Protection Degree P55
Corc Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
- - < < < .-r‘ .rz-.
Contact e Lol L -:-..- +:o..» o0 EEXE
Armrangement . o . ° e 0
Contact The ” . " . . . ‘
Diameter,Number| ¥ 2°° 2 $2.5°3 $2.5'4 $2.5' $2.5°6 $2.5'7 $2.5'8
Rated Current(A) 7 7 5 5 4 4 4
Working Voltage
(AC,V,RMS) 250 250 250 250 250 250 250
Order P/N GX 16 A 5 P
Note:
Series J
A: Straight Plug
Shell Size Diameter:16 B: Panel Mount Socket
) K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10 <% F: Bulkhead
H: 4 Hole Square Flange
P:Pin S: Socket -

www.renhotecpro.com 7



Renhotec GX16 Square Flange Connector
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Material and Specifications
Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter @7.5mm- < O8.5mm
Protection Degree P55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
2 o 4 < > 4 .-r. .-:-.
Contact R . ..... [E9385) .:+... .:’... ‘o0 ® ——
Arrangement . e . ® o °*
Contact The . . . . . . .
Fiameter Murslior $2.5°2 $2.5'3 $2.54 $2.5'5 $2.5°6 $2.5'7 $2.5'8
Rated Current(A) 7 7 5 5 4 4 4
Working Voltage
(AC.V,RMS) 250 250 250 250 250 250 250
Order P/N GX 16 A 5 P
Note:
Series J
A: Straight Plug
Shell Size Diameter:16 B: Panel Mount Socket
. K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10 - F: Bulkhead
H: 4 Hole Square Flange
P: Pin S: Socket -
www.renhotecpro.com



Renhotec GX16 2 Holes Flange Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material | Copper (Silver plated/Gold) Cable Diameter ®7.5mm- < @8.5mm
Protection Degree IP55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
Contact {ole-) 82 L eSS : '. : '.. A ! ::.
Arrangement . b ° P e e e, ®
Contact The . i . N . . .
Distneter Nomiier $2.5'2 $2.5°3 $2.5'4 $2.5°5 $2.5'6 $2.5'7 $2.5'8
Rated Current(A) 7 7 5 5 4 4 4
Working Voltage
(AC,V,RMS) 250 250 250 250 250 250 250
Order P/N GX 16 A 5 P
Note:
Series J
A: Straight Plug
Shell Size Diameter:16 €———— B: Panel Mount Socket
) K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10 - F: Bulkhead
H: 4 Hole Square Flange
P:Pin S: Socket -

www.renhotecpro.com



Renhotec Angled GX16 Connector
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Material and Specifications
Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter ®7.5mm- < @8.5mm
Protection Degree IP55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
Contact o o ... [ o}® ) .:h.' .13‘:.. .’.ﬂ..
Arrangement . o s o °*
Contact The . il . N . . .
Distneter Nomiier $2.5°'2 $2.5'3 $2.5"4 $2.5°5 $2.5%6 $2.5'7 $2.5°8
Rated Current(A) 7 7 5 5 4 4
Working Voltage
(AC,V,RMS) 250 250 250 250 250 250
Order P/N GX 16 A 5 P
Note:
Series J
A: Straight Plug
Shell Size Diameter:16 s B: Panel Mount Socket
) K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10 - F: Bulkhead
H: 4 Hole Square Flange
P:Pin S: Socket -
www.renhotecpro.com
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Renhotec GX20 Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter < 09.5mm
Protection Degree IP55

Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core 9 Core 10 Core 12 Core

. oo ‘ele 0 .o ote ese IR

Contact gt | it e | r:r:. et e ‘a8 ag 8 a0 seew +:.|.

Arrangement | _ " &/ oo o, see vee 9%
Contact The

Dismeter Number | $2:5°2 | $2.5°3 | $25% | $2'S | $1.2°6 | $1.2'7 | $1.2°8 | $1.2'0 | $1.210 | ¢1.2%12
Rated Current(A) 10 10 10 7 5

5 5 5 5 5
Working Voltage
(AC,V,RMS) 400 400 400 400 400 400 400 400 400 400
Order P/N GX 20 A 5 P

— J T Note:

A: Straight Plug

B: Panel Mount Socket
K: Docking Cable Plug
D: Angled Plug

E: 3 Hole Circular Flange
F: Bulkhead

H: 4 Hole Square Flange

Shell Size Diameter;: 20

Straight Plug  <gp———————od

Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 =

P:Pin S: Socket %

www.renhotecpro.com 11



Renhotec GX20 Docking Cable Connector
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Material and Specifications
Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material | Copper (Silver plated/Gold) Cable Diameter < 09.5mm
Protection Degree IP55

Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core 9 Core 10 Core 12 Core

Contact ) oo e .o A% . ..

L L
eoe ‘eee %%\
o o { badeld toml | =T TR Y] T ‘e e e e g8 eee | Hevee +.‘!.__'
Arrangement (o S e s/ .e o, eee Y 0%

Contact The v i . & = d : 4 . i
. i 54 1.2°7 1. 1. 1.2*1 1.2*1
Di N $2.5'2 $2.5'3 | 425 $2°5 $1.26 | $1.2 $1.2°8 | $1.2°9 | $1.2°10 | $1.2"12
Rated Current(A) 10 10 10 7 5 B 5 5 5 5
Working Voltage
(AC.V RMS) 400 400 400 400 400 400 400 400 400 400
Order P/N GX 20 A 5 P

— J Note:

A: Straight Plug
B: Panel Mount Socket
K: Docking Cable Plug

Shell Size Diameter;: 20

Straight Plug el D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 - F: Bulkhead

H: 4 Hole Square Flange
P:Pin S:Socket -

www.renhotecpro.com i3



Renhotec GX20 Circular Flange Connector

Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material | Copper (Silver plated/Gold) Cable Diameter < @9.5mm
| Protection Degree _ IP55

Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core 9 Core 10 Core 12 Core

o | . .o | .. eee ‘eee S5
Contact A AR ] B el et W | :: b tatat | tetet | teeer | lege eee cses et
Arrangement \ S M e ./ LI < 3 oo & b 2ole’

Contact The 2 : . f X = : i i .
Dismeter Number| #2572 | #2573 | 9254 | $2'5 | 41.2°6 | $1.2'7 | $1.2'8 | $1.2'9 | $1.2°10 | $1.2"12
Rated Current(A) 10 10 10 7 5 b 5 5 5 5
Working Voltage

(AC.V,RMS) 400 400 400 400 400 400 400 400 400 400

Order P/N GX 20 A S5 P

— J Note:

A: Straight Plug
B: Panel Mount Socket

) K: Docking Cable Plug
Straight Plug e D: Angled Plu

g
E: 3 Hole Circular Flange
F: Bulkhead
H: 4 Hole Square Flange

Shell Size Diameter;: 20

Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 -

P:Pin S: Socket -

www.renhotecpro.com 13



Renhotec GX25 Docking Cable Connector
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Material and Specifications

Coupling Threaded Coupling Termination
Shell Material Zinc Alloy with Nickel plated Mating Cycle
Insert Material Bakelite Temperature Range
Contact Material Copper (Silver plated/Gold) Cable Diameter

Protection Degree

Solder
500 Times
-20°C ~ +85°C
<®I11.5mm

IP55

Core Number 2Core 3Core 4Core 5Core 6Core TCore 8Core 9 Core

10 Core 11 Core 12 Core

Contact J 1 B .:. L |4 .:. AL B el B .;. 1.4 v b2 ... '.+ A A ... : '...' L A
Arrangement S| . IS VAR VARADY 0:- o lo) |Nese) | 8T Toos"s
ComtactThe | 4q5.5 | 4353 $359 | ¢35 | $3'6 | ¢3'7 | $3'8 | $2°9 | $2°10 | $1.511| $1.5"12

Diameter, Number : !
Rated Current(A) 25 25 25 15 15 15 10 7 7 5 5
Working Voltage
400 400 400 400 400 400 400 400 400 400 400
(AC,V.RMS)
Order P/N GX 25 A 5 P
Note:

Series J

Shell Size Diameter:25 -

Straight Plug -

Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 %

P:Pin S: Socket -

A: Straight Plug

B: Panel Mount Socket
K: Docking Cable Plug
D: Angled Plug

E: 3 Hole Circular Flange
F: Bulkhead

H: 4 Hole Square Flange

www.renhotecpro.com
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Renhotec GX25 Reverse Connector

#228

Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material | Copper (Silver plated/Gold) Cable Diameter <®11.5mm
| Protection Degree IP55

Core Number 2Core 3Core 4Core 5Core 6Core TCore 8Core 9Core 10Core 11 Core 12 Core

Contact LI | oI | Lofo)\ | fo]o) [ folo) | fole | fole) | [a3o) | (sso) | (o0 | £24%8)
et b AR A N D S ARG A A R A
Contact The $3.5'2 | $3.5'3  $35'4 35 $3'6 $3'7 $3'8 $2'9 | $2°10 | $1.5"11| $1.5%12

Diameter,Number : : !
Rated Current(A) 25 25 25 15 15 15 10 7 7 5 5
Working Voltage
400 400 400 400 400 400 400 400 400 400 400
(AC,V.RMS)
Order P/N GX 25 A 5 P

Series 4:|_ R

A: Straight Plug
B: Panel Mount Socket
K: Docking Cable Plug

Shell Size Diameter:25 -

Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 <— F: Bulkhead

H: 4 Hole Square Flange
P:Pin S:Socket %

www.renhotecpro.com 15



Renhotec GX25 Circular Flange Connector

#28.5

AR

Coupling Threaded Coupling Termination
Shell Material Zinc Alloy with Nickel plated Mating Cycle
Insert Material Bakelite Temperature Range

Contact Material Copper (Silver plated/Gold) Cable Diameter

Protection Degree

A

Material and Specifications

Solder
500 Times
-20°C ~ +85°C
<®I11.5mm

IP55

Core Number 2Core 3Core 4Core 5Core 6Core TCore 8Core 9 Core

: : 4 : -~ s
Contact LR e . .o e see
'TE . ‘ - . ... - T RE B -.... FEE i B YX: L o

Arrangement * * e DT .

Contact The

5" . 5*4 O s .7 . -
Dismeter Number | $3-572 | $3.5°3 | $35% | ¢3°5 | 43%6 | 43 $3°8 | #2'9

10 Core 11 Core 12 Core

‘eeee
aee - H o

$2°10 | $1.5"11 $1.5°12

Rated Current(A) 25 25 25 15 15 18 10 7 7 5 5
Working Voltage
400 400 400 400 400 400 400 400 400 400 400
(AC,V.RMS)
Order P/N GX 25 A 5 P
Note:

Series J

Shell Size Diameter:25 -

Straight Plug -

Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 %

P:Pin S: Socket -

A: Straight Plug

B: Panel Mount Socket
K: Docking Cable Plug
D: Angled Plug

E: 3 Hole Circular Flange
F: Bulkhead

H: 4 Hole Square Flange

www.renhotecpro.com
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Renhotec GX30 Docking Cable Connector
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Material and Specifications
Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material | Copper (Silver plated/Gold) Cable Diameter <{@13.5mm
Protection Degree IP55

Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core 10 Core 12 Core | 14 Core

i - o e - B P o -+ - -

Contact / \ LR e e ‘e @ FAL) LR e o b e .l.i' -...l.
1818 sy Tele ] 'Y BE I8 I RE ¥ --'. . :4- [ =L eeww S ey 2

Arrangement \&|=Z \ | ) . e 00

Contact The - e = . | i - . . . .
Dismeter Number $3.5°2 $3.5°3 $3.54 $3.5°5 $3°6 $3°7 $3°8 $2.5°10  $25%12 | $2.5%14

Rated Current(A)| 25 | 25 5 | 2 20 20 | 20 15 15 ‘ 15
Working Voltage |
(AC,V.RMS) 500 500 500 500 500 400 400 400 400 400
Order P/N GX 30 A 5 P
Note:
Series J
o A: Straight Plug
Shell Size Diameter:30 B: Panel Mount Socket
, K: Docking Cable Plug
Straight Plug < D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14 =% F: Bulkhead

H: 4 Hole Square Flange

P:Pin S: Socket -

www.renhotecpro.com 17



Renhotec GX30 Reverse Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material | Bakelite Temperature Range -20°C ~ +85°C
Contact Material | Copper (Silver plated/Gold) Cable Diameter < {13.5mm
Protection Degree P55

Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core 10 Core 12 Core | 14 Core

Contact AR fale

Colo. "o:t ole B faagen s o) o' | -'.:';
Arrangement " 7|\ 17 e | YT Qe oio) | \To T e i OO0
| | | | |
Contact The 5 . . - g - = . . .
DiameterNumber| $35°2 | $3.5°3 | 935 | $35'5 | $3'6 | 437 | 438 | 925'10 42512 | $2.5°14
Rated Current(A) 25 25 25 | 25 20 20 | 20 15 15 ‘ 15
Working Voltage l
(AC,V.RMS) 500 500 500 500 500 400 400 400 400 400
Order P/N GX 30 A 5 P
Note:
Series J
o A: Straight Plug
Shell Size Diameter:30 B: Panel Mount Socket
, K: Docking Cable Plug
Straight Plug < D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14 - F: Bulkhead

H: 4 Hole Square Flange

P:Pin S: Socket %

www.renhotecpro.com 18



Renhotec GX30 Circular Flange Connector
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Material and Specifications
Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material | Copper (Silver plated/Gold) Cable Diameter <{@13.5mm
Protection Degree IP55

Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core 10 Core 12 Core | 14 Core

i - o e - B P o -+ - -
Contact { ‘e w ' \ I / fraje:y K ' 0

\ Jee (e \ ol (eas) o's
Sl R & —t—ig + :4-: + A% BE 3N ST RE B 6-'. . :f- L it - ::-: + 0:9.-
Wgcmcﬂt N .}, \ \.-’.. | 7. \. T I, W, ! / O.I R \ .'!.'!. J '-:?‘_
f 1 1

Contact The = e = . | i - . . | . .
Dismeter Number $3.5°2 $3.5°3 $3.54 $3.5°5 $3°6 $3°7 $3°8 $2.5°10  $25%12 | $2.5%14

Rated Current(A) 25 25 25 25 20 20 | 20 15

| 15 15
Working Voltage
(AC,V.RMS) 500 500 500 500 500 400 400 400 400 400
Order P/N GX 30 A 5 P
Note:
Series J
o A: Straight Plug
Shell Size Diameter:30 B: Panel Mount Socket
, K: Docking Cable Plug
Straight Plug <&~ D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14 - F: Bulkhead

H: 4 Hole Square Flange

P:Pin S: Socket -
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